Display Spec.

Size A

Resolution 1920 X 1080 (16:9)

Pixe Pitch 0.0213(W) X 0.063p(H)mm
Color Depth 16.7M

Viewing Angle 160°(H) / 160°(V)
Luminance 500cd/m?

Contrast Ratio 1,000:1

Display Area 122.7(H) * 69(V) mm

Input

1 X BNC 3G-SDI A Channel Input

1 X HDMI HDMI Input

Output

1 X BNC 3G-SDI Output

1 X HDMI HDMI Qutput
Audio

Audio In Embedded Audio/Analog Stereo (Phone Jack)
Audio Out Analog Stereo (Phone Jack)
FPGA Functions

. 3G-SDI Level A/B, Audio Level Meter Display, Blue Only, Focus Assist, H/V Delay, H/V Flip, Key Lock, Luma(Y') Zone Check, Marker, Max
Brightness On/Off, Mono, Range Error, Time Code Display, User Aspect, Various Scan Modes, Waveform/Vector, Zoom, Camera Lut., Arri
Camera Metadata

Closed Caption
Calibration

Other Functions

USB Firmware update by USBE cable Firmware update by USB memory stick
Ethernet

Conversion HDMI-to-HDMI, HDMI-to-SDI, SDI-to-HDMI, 5DI-to-5DlI,

Options

Battery Bracket, Camera Mount Ball Head, Carring Case, D-Tap Cable, External Acrylic Filter, Sun Hood,



